#INTIFIL

Fall Winter 24/25 | Legacy | Surilight

SURI LIGHT

COMPOSITION NM
50% Suri Alpaca /

17% Merino Wool (21.5 mic.) 1/3.5
/33% Recycled Polyamide
)
PRESENTATION
B [
772G4  7ZG7* Cone
- B
Z712 V73
ZZG5 77G8
72G48 7713 |
77G6 77G9
V79 ZZHOo
* Stock Sampling
INDUSTRIAL FINISHING COLORS AVAILABLE S Raw white 50kg
MINIMUM QUANTITIES PER COLOR All colors 50kg
- We recommend washing at 35°in gentle cycle during 3
minutes using a softener that does not exceed 4% of the STOCK SAMPLING > Swatch color 77G7
weight of the material considering the finishing expected.
Centrifuge for 2 minutes. Dry. Use manual iron. MINIMUM FOR SAMPLING > All color 30kg
CARE INSTRUCTION COLOR FASTNESS (AVERAGE VALUES)
\@/ ® I X Dry rubbing Wet rubbing Wash fastness
Light 4/5 4/5 4/5
Hand wash Any solvent Iron low Do not bleach Dry flat Medium 4 3 4
except
tetrachiorethylene Dark 3 2/3 3
TECHNICAL
INFORMATION KETTLE SIZE (Kg.) SUGGESTED GAUGE CERTIFICATION
Dyeing method tops 50 85.'.&9:1559
Knot type knot 100 399 STANDARD 100
- 16.HPE.92779 HOHENSTEIN HTTI
Pilling 35 200 ested for harmful substances,
www.oeko-tex.com/standard100

NOTES:

e Bleeding might occur in designs with white stripes and intense colours. Please consult us for further details.

e Hangtags are available free of cost, 3 pieces per 1kg of yarn

e All natural colours qualify for Oeko-Tex standard class I.

e Most Dyed colours qualify for Oeko-Tex standard class Il, depending on colour. Some dark colours do not qualify for Oeko Tex.

e Traceability is an inhouse programme of Grupo Inca and own certificate is supplied. Request for traceability must be given at time of order.
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